鼓式渔轮 Daiwa Luna 300&Shimano Calcutta TE 400


Daiwa Luna 300：
http://www.daiwa.com/reel/detail.aspx?id=11
[image: image1.png]





	Team Daiwa® Luna™

Feel the heft—the solid feel of precision. Make a cast—absolutely awesome! These are Daiwa’s finest traditional-shaped baitcasters, built for those heavy cover and open water top-of-the-food-chain fish that demand heavier line and heavier muscle—fresh or saltwater.

Team Daiwa® Luna™ Features:

Frame and sideplates machined from solid bar stock aluminum

Five CRBB Super Corrosion Resistant Ball Bearings, plus roller bearing

Free-Floating Spool for maximum casting performance

Magforce®-Z automatic magnetic anti-backlash control (Centriflex automatic centrifugal system on 300 size)

Ultra-smooth, multi-disc drag with Daiwa’s exclusive fiber composite and stainless washers

Infinite Anti-Reverse

Dura-Loc™ pinion for solid gear engagement

Rugged, six-point drive train support

Machined aircraft aluminum spool

Cut proof Titanium Nitrided stainless steel line guide

Spool click on 300 size

Hard anodized to resist corrosion
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TD LUNA 253
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Simple Casting Adjustment
Magforce®-Z quickly adjusts to any skill level by simply pressing and turning the sideplate. 
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Fast Takedown Sideplate
For spool changes and quick maintenance. 
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Ultra-Tough, Ultra Precision
For maximum strength and dead-on alignment, frame and sideplates are cut from solid bar stock aluminum by some of the world’s most advanced machining equipment. 



	Model
Number
Action
FW / SW
Bearings
Gear Ratio
Line Per
Handle Turn
Wt.
(oz.)
Line Capacity
(Lb. Test / Yards)
Drag Max
Round Profile
 TD LUNA 103 

M / L 

5 CRBB + 1RB 

5.8 : 1 

24.0′ 

9.70 

8/160/, 10/135, 12/120 

8.8 

 TD LUNA 203 

MH / M 

5 CRBB + 1RB 

5.1 : 1 

23.6′ 

10.90 

10/205, 12/180, 14/150 

11.0 

 TD LUNA 253 

H / MH 

5 CRBB + 1RB 

5.1 : 1 

23.6′ 

11.10 

12/235, 14/195, 17/150 

11.0 

 TD LUNA 300 

XH / MH 

5 CRBB + 1RB 

5.1 : 1 

23.6′ 

12.90 

14/320, 17/245, 20/190 

15.4 

Round Profile — Left Hand Retrieve
 TD LUNA 103L 

M / L 

5 CRBB, 1RB 

5.8 : 1 

24.0′ 

9.70 

8/160/, 10/135, 12/120 

8.8 

 TD LUNA 203L 

MH / M 

5 CRBB, 1RB 

5.1 : 1 

23.6′ 

10.90 

10/205, 12/180, 14/150 

11.0 

 TD LUNA 253L 

H / MH 

5 CRBB, 1RB 

5.1 : 1 

23.6′ 

11.10 

12/235, 14/195, 17/150 

11.0 

 TD LUNA 300L 

XH / MH 

5 CRBB, 1RB 

5.1 : 1 

23.6′ 

12.90 

14/320, 17/245, 20/190 

15.4 




CRBB = Super Corrosion Resistant Ball Bearing, BB = Stainless Steel Ball Bearing, RB Roller Bearing
© 2010 Daiwa Corporation believes the specifications in this site to be correct. However, Daiwa reserves the right to make changes in specifications without prior notice. Daiwa prices and programs are subject to change without prior notice. Daiwa reserves the right to make changes without obligation.

Site designed and maintained by Dean Mitchell Design
Click Feature to find out more: 
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Shimano Calcutta TE 300/400:
http://fish.shimano.com/publish/content/global_fish/en/us/index/products/reels/round_baitcasting/Calcutta_TE.html
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Features

A-RB (Anti-Rust Bearings)

Lo-Mass Drilled Spool System

Aluminum Spool

Super Free (SF) (all except 300, 400, 401, 700)

Variable Brake System (VBS)

High Efficiency Gearing (HEG)

Super Stopper with Assist Stopper

Dartainium Drag

Non-Disengaging Levelwind System (300, 400, 401, 700 only)

Recessed Reel Foot (all except 700)

Easy Access Sideplate

Manual Return Clutch Lever (700 only)

Drilled Crossbar (GT only)

Adjustable Handle Shank (700 only)

CTE Clicker (300, 400, 401 and 700 only)

Septon Handle Grips (300, 400, 401 and 700 only)

Rubber Handle Grips (100GT, 101GT, 200GT, 200 and 201)

Machined Aluminum Frame

Stamped Aluminum Handle Side Sideplate

Titanium Level Wind Insert

Rod Clamp Available on 700 Model

Platinum Service Plan

Metal Series (700 only)

Approved for use in Saltwater

Rated for use with Mono, Fluorocarbon and PowerPro lines

Instruction Manua
